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GET/DotRocket.html?new_url=http%3A%2F%2Fwww.amazon.com&check= 

Submit+Query 

HTTP/1 .0 

•Connection: Keep-Alive 
User-Agent: Mozilla/4.72 [en] (Win95; U) 
Host: www.rcousins.com 

Accept: image/gif, image/x-xbitmap, image/jpeg, image/pjpeg, image/png, / 
Accept-Encoding: gzip 
Accept-Language: en 
Accept-Charset:iso-8859-1 , *,utf-8 
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HTTP/1.1 200 OK 

Date: Mon, 1 7 Apr 2000 23:45:1 0 GMT 
Server: Apache/1 .3.9 (FreeBSD) mod_perl/1 .21 PHP/3.0.14 



^►Connection: close 
68 ^[ Content-Type: text/html 
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HTTP/1.1 200 OK 

Date: Tue, 18 Apr 2000 15:22:41 GMT 
Server: Apache/1 .3. 11 (FreeBSD) mod_perl/1 .21 PHP/3.0.14 
Last-Modified: Tue, 18 Apr 2000 15:21:57 GMT 
ETag: "a0daa-15c-38fc7d95" 



°* "WAccept-Ranges: bytes 
72^l*-Conter 



Content-Length: 348 
Keep-Alive: timeout=15, max=100 
^Connection: Keep Alive 
y Content-Type: text/html 
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